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§173.116

(3) Aerosols not meeting the provi-
sions of paragraphs (1)(1) or (1)(2) of
this section must be classed in accord-
ance with the appropriate tests of the
UN Manual of Tests and Criteria (IBR,
see §171.7 of this subchapter). An aer-
osol which was tested in accordance
with the requirements of this sub-
chapter in effect on December 31, 2005,
is not required to be retested.

(4) Division 2.3 gases may not be
transported in an aerosol container.

(5) When the contents are classified
as Division 6.1, PG III or Class 8, PG II
or III, the aerosol must be assigned a
subsidiary hazard of Division 6.1 or
Class 8, as appropriate.

(6) Substances of Division 6.1, PG I or
II, and substances of Class 8, PG I are
forbidden from transportation in an
aerosol container.

(7) Flammable components are Class
3 flammable liquids, Division 4.1 flam-
mable solids, or Division 2.1 flammable
gases. The chemical heat of combus-
tion must be determined in accordance
with the UN Manual of Tests and Cri-
teria (IBR, see §171.7 of this sub-
chapter).

[Amdt. 173-224, 55 FR 52634, Dec. 21, 1990]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting §173.115, see the List of CFR
Sections Affected, which appears in the
Finding Aids section of the printed volume
and on GPO Access.

§173.116 Class 2—Assignment of haz-
ard zone.

(a) The hazard zone of a Class 2, Divi-
sion 2.3 material is assigned in column
7 of the §172.101 table. There are no
hazard zones for Divisions 2.1 and 2.2.
When the §172.101 table provides more
than one hazard zone for a Division 2.3
material, or indicates that the hazard
zone be determined on the basis of the
grouping criteria for Division 2.3, the
hazard zone shall be determined by ap-
plying the following criteria:

Hazard . .
Zone Inhalation toxicity

A LCso less than or equal to 200 ppm.

B s LCso greater than 200 ppm and less than or
equal to 1000 ppm.

C o LCso greater than 1000 ppm and less than or
equal to 3000 ppm.

D o LCso greater than 3000 ppm or less than or
equal to 5000 ppm.
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(b) The criteria specified in para-
graph (a) of this section are rep-
resented graphically in §173.133, Figure
1.

[Amdt. 173-224, 55 FR 52634, Dec. 21, 1990, as
amended at 56 FR 66268, Dec. 20, 1991; Amdt.
173-138, 59 FR 49133, Sept. 26, 1994; 67 FR
61013, Sept. 27, 2002]

§8§173.117-173.119 [Reserved]

§173.120 Class 3—Definitions.

(a) Flammable liquid. For the purpose
of this subchapter, a flammable liquid
(Class 3) means a liquid having a flash
point of not more than 60 °C (140 °F'), or
any material in a liquid phase with a
flash point at or above 37.8 °C (100 °F)
that is intentionally heated and offered
for transportation or transported at or
above its flash point in a bulk pack-
aging, with the following exceptions:

(1) Any liquid meeting one of the
definitions specified in §173.115.

(2) Any mixture having one or more
components with a flash point of 60 °C
(140 °F) or higher, that make up at
least 99 percent of the total volume of
the mixture, if the mixture is not of-
fered for transportation or transported
at or above its flash point.

(3) Any liquid with a flash point
greater than 35 °C (95 °F) that does not
sustain combustion according to ASTM
D 4206 (IBR, see §171.7 of this sub-
chapter) or the procedure in appendix
H of this part.

(4) Any liquid with a flash point
greater than 35 °C (95 °F) and with a
fire point greater than 100 °C (212 °F)
according to ISO 2592 (IBR, see §171.7 of
this subchapter).

(5) Any liquid with a flash point
greater than 35 °C (95 °F) which is in a
water-miscible solution with a water
content of more than 90 percent by
mass.

(b) Combustible liquid. (1) For the
purpose of this subchapter, a combus-
tible liquid means any liquid that does
not meet the definition of any other
hazard class specified in this sub-
chapter and has a flash point above 60
°C (140 °F) and below 93 °C (200 °F').

(2) A flammable liquid with a flash
point at or above 38 °C (100 °F) that
does not meet the definition of any
other hazard class may be reclassed as
a combustible liquid. This provision
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